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FEATURES

e Good thermal reliability and moisture resistance,
lower warpage, good mechanical properties and

electrical properties.
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BAK. HERIE.

APPLICATIONS

Home electrical appliance,display,
power supply,keyboard, instrument,
game machine, and etc.

GENERAL PROPERTIES

. . Property Data
Test Item Treatment Condition Unit SPEC Typical Value
Tg DSC C 110
Flammability Cé‘_‘gﬁf’go Rating V-0
o C-96/35/90 7.8x10°
Vol R -
olume Resistivity E-24/125 MQ-cm 2 9% 10°
. C-96/35/90 5.6x10’
Q
Surface Resistivity E-24/125 M 2 8%10°
Arc Resistance D-48/50+D-0.5/23 S 118
Dielectric Breakdown D-48/50+D-0.5/23 KV 45+Kv NB
Dielectric Conatl?ﬂﬂz) C-24/23/50 _ 4.4
Dissipation Factar, C-24/23/50 - 0.022
Thermal | Unetched 288°C _ 20s
Stress Etched No delamination
Peel 10z 288°C,10s N/ 1.80
Strength | Cu. Foil 125°C mm 1.60
Flexural LW 420
Strength | cw A MPa 358
Water Absorption D-24/23 % 0.13
Before Tg um/mC 110
CTE. [AfterTg TMA wm/m<C 330
50~260°C % 6.2
CTI IEC60112 Method V 400

Explanations:

C = Humidity conditioning; D = Immersion conditioning in distilled water; E = Temperature conditioning.

The figures following the letter symbols indicate with the first digit the duration of the preconditioning in hours, with the second digit the
preconditioning temperature in ‘C and with the third digit the relative humidity.
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Dimensional stability
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Punching process
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Temperature (C)
¥ Specimen Thickness:1.6mm single side board
PURCHASING INFORMATION
Thickness | Copper foil Standard Size
0.63mm 18U m Normal size:34*49",41*49",43"*49,
to 3.2mm to 1051 m (864*1245mm,1041*1245mm,1092*1245mm)

#* Other sheet size and thickness could be available upon request.
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